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� ��
�������� ��������� ���
�������� �������������� ��
����� � �������
����� 

�����������	 ��	 �������	��� ��
�����������, ���������������������, 

�������
������� � 
��������������� �������� ���
����������. 

� ������ ��� «���
��
�����» ����	� ������� ��
������� �������	��	 �������:

�  ��� ���
����
�, �. ��������; 

�  ��� �������������� ��
������� 
�����; 

�  ��� ������ ����������  ›��; 

�  �›�� ���
��������� ��
������������	, �. ›���. 

��������	 
����� ����
����������� ��
� �������	��� �������� ����
����� ����� 

300 ���	� ������������������ �
����� �
 ������� � ������������������ 
���� �����, 

������, ������, ������ � ������
 �����
��� ���
�����, ��������, ��
������� � ������� 

���� (
�������, ������� 
�������, ������� ��������, ������� �������� � ������������, 

�������������������, ����� �������, 
������ ��������, �������, ������,). ������� 

������������ ���������������� ���� ��
���	�� ������������� ��������� � ��������� 

������ �������	��	. 

������
������ �����
����� ���������� � �����
 ��
���������� �������������	, 

������	 �����������	 ������������� � ���������� - �������	���� �����	���� 

������

� ���������	 ��
������������ �	�� ��������
�� ��������� � ��
����	 

���������� ��
�����, ����������	���� ���������	 
���
����. ������ �������������� � 

������
� �����������
� �������	���-
���
����� � ��������� ������
���� ��
���	�� 

����������� ������������ �����, �
����� ������
��� 
���� �����
���� �������������� 

��
����� � ���������� ����� ����������� ��������� ����
 ��������	 � ����
������� 

������������� ��
�������. 

��������	�� �� ��
�������� ������������, ��
����	 �������� � ��������� ����������� 

����
������� �������������� ��
����� ��	 ��
������ �������� ���� � ������ � 

������� ������	� ������������. ������ ������ ��
����� ������ ����������	 ���� 

�������� �� 
����������
 ��� ���
����
� ���������� ��
������������� ������������	 

( ›�) - �������������� 
����� �������� ������������������ ������.

���������������� ��
����� ��� ���
����
� �������� �� 
�������������� �����
� 

���������������� ������������ 
��������������� �����
�� ������� ����������, 

��
�������� �� �������� �����
����� ���������� ���������� ������	 � ���-��� 

������-
����������.

›�
����� ����
����� ������� ��	 �������� ��
����� � �����������	 (����� 
����� 

�� 3000 ��), ������ ��� �������� ��� �������� (����� 
����� �� 4550 ��) ����� ��
 �
 90 


���� ����� ��������� �������� �����: 

������������ ����� - � ����� �����
 ����������
 �� ��
�������� �������, ��� �
��� 

�������������� 
������� ��	 ��������	 
������� 
����������� � ��
������� ������� 


��������� �
�����.


�������������
����� ����� �� �����
���
 ����������
 ��������.

	���������� ����� ��	 ������ � ������� ������	� - � ����� ����������� ������, 

������	� ��
��� ��� ������������ ��
�������, ����� �����
������ ������, ����� ��	 

���
��� ���
����������.

��� ���
����
� � ������������ �������	��� 
������������������ ��
������ �� 

���������� �� , ��������� ����
������ �
����	 �
 ����� 
���� ������. ��� ��
���	�� 

��������� ��
����� � ������������, ���������
�� �� �������� � �
����	
� KITZ, BOHLER. 

›�� ����
����� ��������, ��� ���� ������������
 ����������	
 �������� ��

������� �� 

�
�����
�
������ ���������	��� ���������.

����� � ����
� ��������
� ������	��	 
��������
 ��	 ��
����	 �������������� 

��
����� ������ ��������	 � 
���������� ����� �����������, �
����� ���������� 

�����
�� ���
�����	. �� ��������� ����������� ���� ����������� ������������ �
����� 

� 2,5-3 ��
�.
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��. �������	 32/8, ��. 22, �. ›���,  

04107, �������
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+375 (232) 46-04-98  ����
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��� �Arma injiniring invest�

������� ���, ��. ��������,

�. �������, 100097, �
��������

e-mail: www.arma_inj@bk.ru

+998 (71) 277-73-61  �/����

�������
�������
� 
 ��������

ARMA Handelsgesellschaft fuer Maschinen-

Produkte mbH

Lavesstr 61 30159 Hannover

e-mail: info@arma-gmbh.de

e-mail: ilin@arma-gmbh.de

+49 (511) 169-88-44

+49 (511) 300-47-26  ����
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ÀÐÌÀÏÐÎÌ

�������� �������� � 
��������� ���������

DN 400-600 PN 0,6 �
�

������ 30�46��*

Carbon steel 
gate valve with rising stem

DN 400-600 PN 0.6 ���

DN L D K b n-Ød h H m**

400 310 535 495 22 16 - Ø22 1310 1706 251

500 350 640 600 24 16 - Ø22 1465 2105 393

600 390 755 705 24 20 - Ø26 1800 2440 538

�� 13164

*

**
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Technical Description

Area of application
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ÀÐÌÀÏÐÎÌ

�������� �������� � 
��������� ���������

DN 400-600 PN 0,6 �
�

������ 30��46��*

St�inless steel 
gate valve with rising stem

DN 400-600 PN 0.6 ���

DN L D K b n-Ød h H m**

400 310 535 495 22 16 - Ø22 1310 1706 251

500 350 640 600 24 16 - Ø22 1465 2105 393

600 390 755 705 24 20 - Ø26 1800 2440 538

�� 13164

*

**
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Technical Description

Area of application
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�������� �������� � 
��������� ���������
��� 
���	��������

DN 400-600 PN 0,6 �
�

������ 30�946��*

Carbon steel 
gate valve up to electrical 
actuator

DN 400-600 PN 0.6 ���

DN L D K b n-Ød h H m**

400 310 535 495 22 16 - Ø22 1256 1765 235

500 350 640 600 24 16 - Ø22 1560 2200 367

600 390 755 705 24 20 - Ø26 1881 2460 512

�� 13164

*

**

***
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�������� �������� � 
��������� ���������
��� 
���	��������

DN 400-600 PN 0,6 �
�

������ 30��946��*

St�inless steel 
gate valve up to electrical 
actuator

DN 400-600 PN 0.6 ���

DN L D K b n-Ød h H m**

400 310 535 495 22 16 - Ø22 1256 1765 235

500 350 640 600 24 16 - Ø22 1560 2200 367

600 390 755 705 24 20 - Ø26 1881 2460 512

�� 13164

*

**

***
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�������� �������� � 
��������� ���������

DN 150-300 PN 1,0 �
�

������ 30�42��*

Carbon steel 
gate valve with rising stem

DN 150-300 PN 1.0 ���

DN L D K b n-Ød h H m**

150 210 280 240 19 8 - Ø22 690 795 63

200 230 335 295 19 8 - Ø22 807 957 94

250 250 390 350 21 12 - Ø22 928 1134 119

300 270 440 400 22 12 - Ø22 1094 1367 167

�� 13165

*

**
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Technical Description

Area of application
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�������� �������� � 
��������� ���������

DN 150-300 PN 1,0 �
�

������ 30��42��*

St�inless steel 
gate valve with rising stem

DN 150-300 PN 1.0 ���

DN L D K b n-Ød h H m**

150 210 280 240 19 8 - Ø22 690 795 63

200 230 335 295 19 8 - Ø22 807 957 94

250 250 390 350 21 12 - Ø22 928 1134 119

300 270 440 400 22 12 - Ø22 1094 1367 167

�� 13165

*

**



��� ��������������

��� ����������  www.promarmatura.ua

*

*

��������
�� ��������

������
 ���������	

*

*

�� 13165

Technical Description

Area of application
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ÀÐÌÀÏÐÎÌ

�������� �������� � 
��������� ���������
��� 
���	��������

DN 150-300 PN 1,0 �
�

������ 30�942��*

Carbon steel 
gate valve up to electrical 
actuator

DN 150-300 PN 1.0 ���

DN L D K b n-Ød h H m**

150 210 280 240 19 8 - Ø22 656 1186 50

200 230 335 295 19 8 - Ø22 755 1197 80

250 250 390 350 21 12 - Ø22 876 1316 103

300 270 440 400 22 12 - Ø22 1039 1480 184

�� 13165

*

**

***
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�������� �������� � 
��������� ���������
��� 
���	��������

DN 150-300 PN 1,0 �
�

������ 30��942��*

St�inless steel 
gate valve up to electrical 
actuator

DN 150-300 PN 1.0 ���

DN L D K b n-Ød h H m**

150 210 280 240 19 8 - Ø22 656 1186 50

200 230 335 295 19 8 - Ø22 755 1197 80

250 250 390 350 21 12 - Ø22 876 1316 103

300 270 440 400 22 12 - Ø22 1039 1480 184

�� 13165

*

**

***
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�������� ��������
� ��������� ���������

DN 50-300 PN 1,6 �
�

������ 31�38��/30�41��;  31��38��/30��41��*

Carbon steel
wedge gate valve with rising stem

DN 50-300 PN 1.6 �
�

DN L** D K b n-Ød h H m***

50 180 160 125 14 4 - Ø18 358 418 20

80 210 195 160 17 4 - Ø18 435 525 36

100 230 215 180 17 8 - Ø18 500 610 45

150 280 280 240 21 8 - Ø22 674 834 100

200 330 335 295 23 12 - Ø22 818 1038 149

250 450 405 355 27 12 - Ø26 969 1239 273

300 500 460 410 27 12 - Ø26 1145 1465 280

�� 13166

* ���������� � ���������� �������� 
������ 
��� � �����
���� 1

** 	����
�� ������������ ��
��
�� � 
������ ������������� 
������ (��
� 1-3 ���� 3706)

*** �����, ��, �� �����
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* ������ ���������� � ������������ � ������� ���
�� �����
��� � �����
���� 3

�������
����� ��������� �� ����� ����� �������� �������������� ��������� �   ����������� ��
����, �� �������� �� ��� 

�����������������

* Complete information concerning temperatures of working mediums is presented in Attachment 3

Producer keeps the right to make some insigni cant changes of valve construction, which will not in›uence its operational capability

��������
�� ��������

�  ������������ � �������� �� �� � 29.1-00218325-012-2001
�  ������
������ � ����������
� - 
���	���� � ������
����������� ��������� �� ���� 12815 (���. 1, 2, 5)
�  ������������� � ������� - ����� � � ����� � �� ���� 9544
�  ����������� ��
��� ���
� - �����
�  ������������ ��������� - �����

������
 ���������	

�  ����������� �� ����������
�� 
�� ��
��� � ������������ ���
, �� �������� � ���������� 
����� , 
����������›���� �� ���
� : ��
�, ���, �����
��   ���, ��
�����
����*

�  ����������� ������  ���
�* - ��  ����� 70 
� ���� 565°�

�� 13166

Technical Description

�  Production and delivery according Spec 29.1-00218325-012-2001
�  Pipeline connection - �anged with connecting dimensions according GOST 12815 (type 1, 2, 5)
�  Tightness of the seal - class A and class B according GOST 9544
�  Direction of medium injection - any
�  Basic setting - any

Area of application

�  Is applied on the pipelines for liquid and gaseous mediums which are neutral to materials� details contacting 
with medium: water, steam, natural gas, oil products*

�  Temperature of working medium*- from  -70 till +565°�
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�������� ��������
� ��������� ���������

DN 50-300 PN 1,6 �
�

Stainless steel
wedge gate valve with rising stem

DN 50-300 PN 1.6 �
�

������ 31��38��/30��41��*

�� 13166

DN L** D K b n-Ød h H m***

50 180 160 125 14 4 - Ø18 358 418 20

80 210 195 160 17 4 - Ø18 435 525 36

100 230 215 180 17 8 - Ø18 500 610 45

150 280 280 240 21 8 - Ø22 674 834 100

200 330 335 295 23 12 - Ø22 818 1038 149

250 450 405 355 27 12 - Ø26 969 1239 273

300 500 460 410 27 12 - Ø26 1145 1465 280

* ���������� � ���������� �������� 
������ 
��� � �����
���� 1

** 	����
�� ������������ ��
��
�� � 
������ ������������� 
������ (��
� 1-3 ���� 3706)

*** �����, ��, �� �����
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* ������ ���������� � ������������ � ������� ���
�� �����
��� � �����
���� 3

�������
����� ��������� �� ����� ����� �������� �������������� ��������� �   ����������� ��
����, �� �������� �� ��� 

�����������������

* Complete information concerning temperatures of working mediums is presented in Attachment 3

Producer keeps the right to make some insigni cant changes of valve construction, which will not in›uence its operational capability

��������
�� ��������

�  ������������ � �������� �� �� � 29.1-00218325-012-2001
�  ������
������ � ����������
� - 
���	���� � ������
����������� ��������� �� ���� 12815 (���. 1, 2, 5)
�  ������������� � ������� - ����� � � ����� � �� ���� 9544
�  ����������� ��
��� ���
� - �����
�  ������������ ��������� - �����

������
 ���������	

�  ����������� �� ����������
�� 
�� ��
��� � ������������ ���
, �� �������� � ���������� 
����� , 
����������›���� �� ���
� : ��
�, ���, �����
��   ���, ��
�����
����*

�  ����������� ������  ���
�* - ��  ����� 196 
� ���� 565°�

Technical Description

�  Production and delivery according Spec 29.1-00218325-012-2001
�  Pipeline connection - �anged with connecting dimensions according GOST 12815 (type 1, 2, 5)
�  Tightness of the seal - class A and class B according GOST 9544
�  Direction of medium injection - any
�  Basic setting - any

Area of application

�  Is applied on the pipelines for liquid and gaseous mediums which are neutral to materials� details contacting 
with medium: water, steam, natural gas, oil products*

�  Temperature of working medium*- from  -196 till +565°�
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DN 350-1200 PN 1,6 �
�

Carbon steel
wedge gate valve 
with worm gear

DN 350-1200 PN 1.6 ���

DN L** D K b n-Ød h H m***

350 550 520 470 30 16 - Ø26 --- 1468 446

400 600 580 525 32 16 - Ø30 --- 1780 674

500 700 710 650 40 20 - Ø33 --- 2110 1020

600 800 840 770 43 20 - Ø39 --- 2410 2140

800 1000 1020 950 47 24 - Ø39 --- --- 1900

1000 1200 1255 1170 51 28 - Ø45 --- --- 5560

1200 1400 1485 1390 53 32 - Ø52 --- --- 6700

������ 31�538��/30�541��; 31��538��/30��541��*

�� 13166

* ���������� � ���������� �������� 
������ 
��� � �����
���� 1

** 	����
�� ������������ ��
��
�� � 
������ ������������� 
������ (��
� 1-3 ���� 3706)

*** �����, ��, �� �����
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* Complete information concerning temperatures of working mediums is presented in Attachment 3

Producer keeps the right to make some insigni cant changes of valve construction, which will not in›uence its operational capability
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Technical Description

�  Production and delivery according Spec 29.1-00218325-012-2001
�  Pipeline connection - �anged with connecting dimensions according GOST 12815 (type 1, 2, 5)
�  Tightness of the seal - class A and class B according GOST 9544
�  Direction of medium injection - any
�  Basic setting - if applied on horisontal sector of pipeline - gearbox shall be upwards, if some other positions of 
gearbox are necessary then special fasteners should be provided for gearbox, for gate valve and for sector of pipeline 
in order to exclude some extra charge on construction elements of gate valve and pipeline. 

Area of application

�  Is applied on the pipelines for liquid and gaseous mediums which are neutral to materials� details
contacting with medium: water, steam, natural gas, oil products*

�  Temperature of working medium*- from  -70 till +565°�
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DN 350-1200 PN 1,6 �
�

Stainless steel
wedge gate valve 
with worm gear

DN 350-1200 PN 1.6 ���

DN L** D K b n-Ød h H m***

350 550 520 470 30 16 - Ø26 --- 1468 446

400 600 580 525 32 16 - Ø30 --- 1780 674

500 700 710 650 40 20 - Ø33 --- 2110 1020

600 800 840 770 43 20 - Ø39 --- 2410 2140

800 1000 1020 950 47 24 - Ø39 --- --- 1900

1000 1200 1255 1170 51 28 - Ø45 --- --- 5560

1200 1400 1485 1390 53 32 - Ø52 --- --- 6700

������ 31��538��/30��541��*

�� 13166

* ���������� � ���������� �������� 
������ 
��� � �����
���� 1
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�� ������������ ��
��
�� � 
������ ������������� 
������ (��
� 1-3 ���� 3706)
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* Complete information concerning temperatures of working mediums is presented in Attachment 3

Producer keeps the right to make some insigni cant changes of valve construction, which will not in›uence its operational capability
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Technical Description

�  Production and delivery according Spec 29.1-00218325-012-2001
�  Pipeline connection - �anged with connecting dimensions according GOST 12815 (type 1, 2, 5)
�  Tightness of the seal - class A and class B according GOST 9544
�  Direction of medium injection - any
�  Basic setting - if applied on horisontal sector of pipeline - gearbox shall be upwards, if some other positions of 
gearbox are necessary then special fasteners should be provided for gearbox, for gate valve and for sector of pipeline 
in order to exclude some extra charge on construction elements of gate valve and pipeline. 

Area of application

�  Is applied on the pipelines for liquid and gaseous mediums which are neutral to materials� details
contacting with medium: water, steam, natural gas, oil products*

�  Temperature of working medium*- from -196 till +565°�
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DN 50-1200 PN 1,6 �
�

Carbon steel
wedge gate valve 
up to electrical actuator  

DN 50-1200 PN 1.6 ���

DN L** D K b n-Ød h H**** m***

50 180 160 125 14 4 - Ø18 358 656 22

80 210 195 160 17 4 - Ø18 435 965 36

100 230 215 180 17 8 - Ø18 500 1030 47

150 280 280 240 21 8 - Ø22 674 1204 102

200 330 335 295 23 12 - Ø22 818 1258 152

250 450 405 355 27 12 - Ø26 969 1489 252

300 500 460 410 27 12 - Ø26 1145 1665 284

350 550 520 470 30 16 - Ø26 1468 1988 384

400 600 580 525 32 16 - Ø30 1780 2300 595

500 700 710 650 40 20 - Ø33 2110 2870 495

600 800 840 770 43 20 - Ø39 2410 3170 1305

800 1000 1020 950 47 24 - Ø39 --- --- 1900

1000 1200 1255 1170 51 28 - Ø45 --- --- 5260

1200 1400 1485 1390 53 32 - Ø52 --- --- 6420

������ 31�938��/30�941��; 31��938��/30��941��*

�� 13166
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�� �������� ������������ �/� �������
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* Complete information concerning temperatures of working mediums is presented in Attachment 3

Producer keeps the right to make some insigni cant changes of valve construction, which will not in›uence its operational capability
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Technical Description

�  Production and delivery according Spec 29.1-00218325-012-2001
�  Pipeline connection - �anged with connecting dimensions according GOST 12815 (type 1, 2, 5)
�  Tightness of the seal - class A and class B according GOST 9544
�  Direction of medium injection - any
�  Basic setting - if applied on horisontal sector of pipeline - electrical actuator shall be upwards, if some other positions 
of gate valve are necessary then special fasteners should be provided for electrical actuator, for gate valve and for sector 
of pipeline in order to exclude some extra charge on construction elements of gate valve and pipeline

Area of application

�  Is applied on the pipelines for liquid and gaseous mediums which are neutral to materials� details
contacting with medium: water, steam, natural gas, oil products*

�  Temperature of working medium*- from -70 till +565°�
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DN 50-1200 PN 1,6 �
�

Stainless steel
wedge gate valve 
up to electrical actuator  

DN 50-1200 PN 1.6 ���
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DN L** D K b n-Ød h H**** m***

50 180 160 125 14 4 - Ø18 358 656 22

80 210 195 160 17 4 - Ø18 435 965 36

100 230 215 180 17 8 - Ø18 500 1030 47

150 280 280 240 21 8 - Ø22 674 1204 102

200 330 335 295 23 12 - Ø22 818 1258 152

250 450 405 355 27 12 - Ø26 969 1489 252

300 500 460 410 27 12 - Ø26 1145 1665 284

350 550 520 470 30 16 - Ø26 1468 1988 384

400 600 580 525 32 16 - Ø30 1780 2300 595

500 700 710 650 40 20 - Ø33 2110 2870 495

600 800 840 770 43 20 - Ø39 2410 3170 1305

800 1000 1020 950 47 24 - Ø39 --- --- 1900

1000 1200 1255 1170 51 28 - Ø45 --- --- 5260

1200 1400 1485 1390 53 32 - Ø52 --- --- 6420
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* Complete information concerning temperatures of working mediums is presented in Attachment 3

Producer keeps the right to make some insigni cant changes of valve construction, which will not in›uence its operational capability
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Technical Description

�  Production and delivery according Spec 29.1-00218325-012-2001
�  Pipeline connection - �anged with connecting dimensions according GOST 12815 (type 1, 2, 5)
�  Tightness of the seal - class A and class B according GOST 9544
�  Direction of medium injection - any
�  Basic setting - if applied on horisontal sector of pipeline - electrical actuator shall be upwards, if some other 
positions of gate valve are necessary then special fasteners should be provided for electrical actuator, for gate valve 
and for sector of pipeline in order to exclude some extra charge on construction elements of gate valve and pipeline

Area of application

�  Is applied on the pipelines for liquid and gaseous mediums which are neutral to materials� details
contacting with medium: water, steam, natural gas, oil products*

�  Temperature of working medium*- from -196 till +565°�
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DN 50-250 PN 2,5 �
�

Carbon steel wedge gate valve 
with rising stem

DN 50-250 PN 2.5 ���
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DN L** D K b n-Ød h H m***

50 250 160 125 17 4 - Ø18 350 410 22

80 280 195 160 19 8 - Ø18 445 535 38

100 300 230 190 21 8 - Ø22 534 644 50

150 350 300 250 27 8 - Ø26 720 880 110

200 400 360 310 31 12 - Ø26 818 1038 162

250 450 425 370 33 12 - Ø30 969 1239 260

* ���������� � ���������� �������� 
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* Complete information concerning temperatures of working mediums is presented in Attachment 3

Producer keeps the right to make some insigni cant changes of valve construction, which will not in›uence its operational capability
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Technical Description

�  Production and delivery according Spec 29.1-00218325-012-2001
�  Pipeline connection - �anged with connecting dimensions according GOST 12815 (type 1, 2, 5)
�  Tightness of the seal - class A and class B according GOST 9544
�  Direction of medium injection - any
�  Basic setting - any

Area of application

�  Is applied on the pipelines for liquid and gaseous mediums which are neutral to materials� details contacting 
with medium: water, steam, natural gas, oil products*

�  Temperature of working medium*- from -70 till +565°�
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DN 50-250 PN 2,5 �
�

Stainless steel wedge gate 
valve with rising stem

DN 50-250 PN 2.5 ���

������ 31��39��/30��64��*

�� 13167

DN L** D K b n-Ød h H m***

50 250 160 125 17 4 - Ø18 350 410 22

80 280 195 160 19 8 - Ø18 445 535 38

100 300 230 190 21 8 - Ø22 534 644 50

150 350 300 250 27 8 - Ø26 720 880 110

200 400 360 310 31 12 - Ø26 818 1038 162

250 450 425 370 33 12 - Ø30 969 1239 260

* ���������� � ���������� �������� 
������ 
��� � �����
���� 1

** 	����
�� ������������ ��
��
�� � 
������ ������������� 
������ (��
� 1-3 ���� 3706)

*** �����, ��, �� �����
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* Complete information concerning temperatures of working mediums is presented in Attachment 3

Producer keeps the right to make some insigni cant changes of valve construction, which will not in›uence its operational capability
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Technical Description

�  Production and delivery according Spec 29.1-00218325-012-2001
�  Pipeline connection - �anged with connecting dimensions according GOST 12815 (type 1, 2, 5)
�  Tightness of the seal - class A and class B according GOST 9544
�  Direction of medium injection - any
�  Basic setting - any 

Area of application

�  Is applied on the pipelines for liquid and gaseous mediums which are neutral to materials� details contacting 
with medium: water, steam, natural gas, oil products*

�  Temperature of working medium*- from -196 till +565°�




